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\ 1/48" AT-AT )

Model kit by SMT
Patter maker: Alfred Wong

/ Type:Heavy Assualt Vehicle
Operators: Imperial
Armament: 2 Main laser cannons

The AT-AT was developed in part from the older
rebel AT-PT. Beneath the massive body there are

massive body carries up to forty troopers and five
speeder bikes. Designed as a heavy assualt vehicle

Q‘ne ATAT's fill their role without fail.

two drive motors. These motors propel the four legs
of the walker up to sixty kilometers an hour. The head
contains the commander, pilot and gunner. Two main
laser cannons are chin mounted under the head. The
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1:48 Armored Transport

Before you begin to assemble your model kit, study the instructions carefully. This
will help familiarize you with the location and parts required for assembly. If you
wish to paint your model, various components should be painted before the parts are
attached. The appropiate color is stated in the paint guide at the end of the instructions.
This kit is molded from a plastic resin. Use of a superglue is required for assembly.

For the best finish your model should be painted even if molded in color. Paint should
be applied in several light coats rather than one heavy one (the first coat should not
completely cover the surface). Each layer should dry thoroughly before sanding with
#1200 wet or day sandpaper that is slightly damp, except for the final coat.

** Be careful not to remove any detail while sanding **

Keep your hands clean when working with the model prior to painting. Always
thoroughly wash parts to remove any trace of mold release agents, body oils from your
hands and sanding residue. A solution of dish washer detergent and water is
recommended. Use a tack cloth to dry.

Parting lines and glue joints should be filled and sanded before painting. A filler putty
designed for use on plastics should be used to blend and fill contours. This should be
applied only after the first primer coat.

When painting a body of two or more colors, the lighter color should be painted first.
Use frosted or liquid masking agent to protect any areas you do not want painted. After
the paint is dry to the touch you may remove the masking agent. Use a very fine brush
to touch up any edges that may require it. If decals are added do so before applying the
gloss coat (a gloss or matted coat will help even the edges between the colors, decals
and help to prevent unwanted fingerprints from marring the finish).

Prior to cementing any parts together "test fit" them in order to be assure alignment.
Also check for excess flash which may be present, use a sharp hobby knife or file if
neccessary.

If any parts are warped, apply a small amount of heat (such as a hair dryer or hot water)
until you feel the resin soften. Gently bend back to shape.

We take pride in providing kits which are easy to assemble and give attention to detail

and workmanship. Should you have any difficulty with missing/broken pieces or
assembly please e-mail the address below:

SMTEMAIL@telusplanet.net



Body Assembly
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Actuator Assembly

Please note that leg actuator
must be assembled 4 times.
You can if necessary adjust
the actuator to the correct

length for your pose.
CAUTION: SMALL PARTS

Neck Pre-assembly

Carefully cut out the following
pattern on the plastic provided.
Trim to the INSIDE of the line.
This pattern is used to finish
the banding around the neck.
The double pattern belongs
closest to the body.

5.0mm ball X 4
3/32" plastic 8cm long x4
5/32 plastic lem long x4
3/16 plastic 1cm long x4
1/8" aluminum 2cm long x4
3/64" brass 8mm long x4

Conversion to Imperial measurements: 1" = 2.54 c¢m (25.4mm)

1/80d

3/160d
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Light Laser pre-assembly

Please note that the lasers must
be assembled 2 times.

1/16 copper Scm long x2

s 3/32 aluminium lem long x2

—unfll 1/8 aluminium 2mm long x2

3.4 cm

{2.4c|m

1.5mm strip
x4 Leg Deflector




Legs Assembly
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Final Assembly

See step 6b ©
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Paint Guide

Overall body color is Flat Light Grey. Followed
by a Flat Black wash in the detail areas. Model
below painted by Alfred Wong in a paint scheme
of his own design.




